Federal Fiscal Year 2006/2007 Bridge Preventive Maintenance Program
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Sufficiency Group | SD/FO | ' Deck Area Total Particip. ; Unit Cost|  Federal Running Fed Local | Running Local

Facility Carried | Feature Intersected | Location Rating '~ Number | Status | Work Description () | Cost . (sf?) | Share Summary Share | Share
N/A 1 N/A ;DevelopBPMP N/A ) 37,500 ! NA 1§ 33,199, § 33,199} % 4,301 $ 4,301

i
|

| i i
;
i
i

Priority ; Bridge No.
{Lowest : from
No. is Top County = Implementing Inspection
Priority) Location | Agency i Report . Local Agency Bridge ID
1 Contra Costa: City of Concord N/A ' N/A N/A | N/A | N/A

2 Contra Costai City of Concord ' 28C0224 | SDM Channel Whitman Road | SDM Channel . 0.3 mi NE of Oak Grove Road | 03 1 1. Repair spalled parapet concrete at fence 2454
: ; : | ! posts. ; i
City of Concord ¢  28C0357 | Pine Creek | San Miguel Road Pine Creek 0.2 mi NW of Treat Boulevard : 959 1 1. Repair deteriorated parapet concrete and | 2357 ;% 27,000] $ 11.45| $ 23,903 § 73,923! $ 3,097 $ 9,577
: i ‘ b shotcrete surfacing. ‘ ; !
4 iContra Costa’ City of Concord | 28C0361 Mount Diabio Creek Concord Bivd Mount Diablo Creek ' 0.3 mi East of Bailey Road 90.7 : 1 1. Provide slope protection at the west 4828 | § 31,000/ § 6.42| S 27,444 $ 101,367 § 3,556| $ 13,133
‘ i : -~ : 3 : o abutment and at pier nose.
5 ‘Contra Costa| City of Concord | 28C0353 i Oak Grove School POC | Minert Street, BART, ! POC ! 0.05 mi NE of Helix Drive . N/A | 1 1. Repair delaminated deck concrete and
: David Ave. ! i o exposed corroded rebar in deck.
Walnut Ave H Contra Costa Canal 0.01 mi East of The Alameda 835 | 1 1. Repair the deteriorated channel slope 649 $ 46,000! $ 7087 $ 40,724 $ 167,764 $ 5276 $ 21,736
paving at the east abutment.
2. Install a drainage system to prevent water

‘ ) ; ! from draining behind the slope paving
i ' | ‘ underneath the bridge.
i : 3. Replace deteriorated timber railing with

i | ; steel bridge railing.
| I

$ 19,000{ § 774 S 16,821} % 50,019| § 2,179| $ 6,481

3 Contra Costa:

3307 $ 28,0000 $ 877! § 25,674 $ 127,0411 § 3,326} $ 16,459

28C0436 Contra Costa Canal

! j
6 iContra Costal City of Concord

1 1. Repair unsound concrete related to poorly- 896 $ 3000: § 335§ 26561 § 170,420| $ 344| § 22,080
consolidated concrete in the culvert soffit.

; Remave loose or unsound concrete, repair or
i ; replace corroded reinforcement if necessary

i i and replace concrete.

8 iContra Costa| City of Concord 28C0427 Galindo Creek . Cowell Road Galindo Creek 0.05 mi South of Babel Lane 9%62 1 1. Repair the spalled concrete at the pier wall 1124 x $ 6,000 $ 534: § 53121 % 175,732 $ 688 $ 22,768
| i | ends. Remove unsound concrete, repair or !

replace damaged rebar if necessary and
replace concrete.

Ciaudia Drive Holbrook Channel 0.1 mi North of Holbrook . 98.0

7 Contra Costa| City of Concord ; 28C0278 Holbrook Channet

9 Contra Costa| City of Concord | 28C0362 Mount Diablo Creek | Ayers Road i Mount Diabio Creek l 0.3 mi North of Clayton Road 941 1 1. Seal the deck. 1414 $ 7000 § 495 % 6,197 | $ 181,929 $ 803! $ 23,571

24,030

10 Contra Costa| City of Concord 28C0115 Galindo Creek Ygnacio Valley Rd Galindo Creek 0.05 mi West of Alberta Way 88.9 1 1. Provide measure to reroute roadway runoff 3578 $ 4,000{ $ 1.12| §$ 3541 $ 185,470 $ 459} §
and protect RSP. Install 50 LF of AC dike and
i overside drain to reroute roadway surface
; | drainage.

11 :Contra Costal City of Concord 28C0198 Pine Creek Clayton Road Pine Creek 90.8 1 1. Repair spalled concrete at utility support 5014 $ 6,000 $ 120 $ 5312: $ 190,782 $ 688 $ 24,718
anchorage.

. i 2. Adjust pipe bridge lateral bracing to reduce

i ! locked in stress in anchorages.

12 Contra Costaj City of Concord 28C0276 SDM Channel Risdon Street SDM Channel 0.25 mi SW of Oak Grove Roadl 97.0 1 1. Repair settled concreted slope protection at 853 $ 6,000 $ 7.04| $ 5312 $ 196,094 | $ 688 $ 25,406
US face of weir.

13 Contra Costa| City of Concord 28C0221 Galindo Creek Court Lane Galindo Creek 0.1 mi South of Cowell Road 96.0 1 1. Repair spalled concrete at fence posts. 919 $ 2,000, % 218| § 1,771 § 197,865| $ 229/ §

25,635

14 Contra Costaj City of Concord 28C0091L. Walinut Creek Concord Ave Wainut Creek 0.83 mi East of {-680 64.4 2 FO 1. Repair areas of main prestressed I-girders 12986 $ 96,000 $ 739 % 84,989 $ 282,853 $ 11,011 § 36,647

exhibiting spalling and incipient spalling related
to alkali-silica reactivity. Remove unsound
concrete and replace to original dimensions of
! girder cross-section.
i 2. Seal the deck.

i 3. Replace Type A joint seal.
4. Repair concrete spalls and incipient spalls
| i ‘ in end and pier diaphragms.

i

15 Contra Costa| City of Concord

| 28C0091R Walnut Creek Concord Ave Walnut Creek 0.83 mi East of I-681 64.3 2 FO 1. Repair concrete spalls and incipient spalls 12986 $ 96,006| $§ 7.39] § 84,989 | § 367,842 $ 11,011| § 47,658
: in beam seats in the pier walls and abutments.
‘ 2. Repair areas of main prestressed I-girders
exhibiting spalling and incipient spalling related
to alkali-silica reactivity. Remove unsound
concrete and replace to original dimensions of
: : girder cross-section.

! : : i 3. Seal the deck.

‘ i o 4. Replace the pourabie joint seal.

. 5. Repair concrete spalls and incipient spalls

i i i in end and pier diaphragms.

' I 6. Repair concrete spalts/incipient spalls along
| expansion joint.
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16 Contra Costa

City of Concord

17 ‘Contra Costa

CIIy‘O’f—C—OnCOI'dM

Bridge No.
from
Inspection
Report

Local Agency Bridge 1D

Facility Carried

Feature Intersected

Location

Sufficiency

28C0220

Galindo Creek

Cape Cod Way

i Galindo Creek

0.1 mi NE of Essex Court

68.3

28C0116

Mount Diablo Creek

Kirker Pass Road

} Mount Diablo Creek

0.2 mi North of Clayton Road

746

Rating
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Deck Area
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Share

2

1. Flatten the channet slope at the northwest
corner of the culvert and place slope protection.;
2. Extend the wingwali at this focation I
‘downward to the bottom of the abutment
‘footing. ‘
:3. Patch the honeycombed area of concrete in |
“the culvert soffit. i

710

$

34,000, § 47.86

i

$ 30,100 §

397,942/ §  3,900° §

| |
|

51,558

FO

i1. Take efforts to prevent further undermining
‘at the upstream slope protection, and to
iprevem further channel erosion downstream.
Repair upstream slope erosion and extend
slope protection approx. 60 ft further upstream.

2654

32,000

$ 12.06; $

28,3301 §

426272 § 3670 §
|

55,228

i
18 Contra Costal

City of Concord

28C0183L

Wainut Creek

Diamond Blvd

Walnut Creek

£ 0.1 mi North of Willow Pass Rd ;

707

SD

1. Treat the deck with methacrylate or
equivalent.

2. Replace Type A joint seals.

3. Seal utility opening through backwail at west
end of north and south abutments to retain
backfill and stop approach pavement
settlement.

4. Repair approach pavement at northwest and
southwest corners of bridge after loss of backfill
is stopped.

5. Repair spalled concrete in end and pier
diaphragms.

8966

99,000

$ 1104

$ 87645, §

513917, ¢ 11,355 §

66,583

19 iContra Costa
| |

City of Concord

28C0183

Wainut Creek

Willow Pass Road

Walnut Creek

At |-680 !

SD

1. Repair deck spalls and seal the deck.
2. Repair the failed joint seal at pier.

26207

140,000

$ 123942 §$

637859, $§ 16,058 §

82,641

20 Contra Costa

City of Concord ;

28C0189R

Wainut Creek

Diamond Blvd

Walnut Creek

: 0.1 mi North of Willow Pass Rd

SD

. Seal deck.
. Replace Type A joint seals.
. Repair spalled concrete in end and pier

1
2
3
diaphragms.

8966

84,000

$ 74,365| $

712,224 § 9,635| §

92,276

21 Contra Costa

City of Concord

28C0034

Mt. Diablo Creek BOH

Willow Pass Rd

Mt. Diablo Creek

0.8 mi South of Hwy 4

FO

1. Replace bridge concrete barrier with new,
aesthetically-compatible barrier. Approximately
50% of existing barrier is spalied or has
incipient spalls on posts and top rail due to
weathering, insufficient rebar cover, and
resulting corrosion. Rebar is exposed in many
areas.

2. Grind and taper AC approaches and place
new AC for smooth approach and departure
transition.

3. Replace grout cover at exposed restrainer
cables in slab wearing surface.

4. Repair spalled deck areas (previously
patched with AC).

5. Repair 8-t fongitudinal soffit crack between
Bents 3 and 4.

27636

925,000

$ 3347

$ 818903, §

1,531,126} $ 106,098 §

198,374

22 Contra Costa

City of Concord ‘

28C0222

Galindo Creek

St Francis Drive

Galindo Creek

0.1 mi East of Oak Grove Road

46.4

sD

1. Repair the timber abutments and wingwalis.
Replace timber lagging with reinforced
concrete. Coat steel pipe piles at south
abutment to prevent further corrosion or jacket
in concrete if there has been significant section
foss of the steel shells.

2. Seal the deck.

806

233,000

$ 289.00

$ 206275 $

1,737401| § 26,725| $

225,099
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