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Section 12-3.05. Use if portable flashing beacons are specified or shown.

Replace section 12-3.05 with:
12-3.05  PORTABLE FLASHING BEACONS
12-3.05A  General
1
Section 12-3.05 includes specifications for installing, removing, and moving portable flashing beacons.
2
Each portable flashing beacon must have:
1.	Standard and base
2.	Lighting unit
3.	Flasher unit
4.	Battery power source

3
Assemble units to form a complete, self-contained, flashing beacon that can be delivered to the job site and placed into immediate operation.
12-3.05B  Materials
4
The lens for the beacon lighting unit must have a visible diameter of 12 inches. The lens must be glass or plastic as specified in ANSI D-10.1 for a yellow traffic signal lens.
5
Provide a minimum 8-inch-long visor and a backplate for the beacon lighting unit. Visors are not required during the hours of darkness.
6
The flasher unit must provide 50 to 60 flashes per minute with 250- to 350-milliseconds dwell time.
7
The standard must be adjustable to provide variable mounting of the lighting unit from 6 to 10 feet, measured from the bottom of the base to the center of the lens, with provisions for securing the standard at the desired height. Securely attach the standard to the base and provide enough length of multi-conductor, neoprene jacketed cable as required for the full vertical height.
8
The base must be large enough to accommodate a minimum of two 12-V automotive-type storage batteries, and must be of such shape and mass that the beacon will not roll in the event it is struck by a vehicle or pushed over.
9
The lamp must be rated at 25 W for operation on 12-V battery current.
10
The flashing beacon assembly must be weatherproof and must be capable of operating a minimum of 150 hours between battery recharging or other routine maintenance.
11
The standard and base must be finished with 2 applications of commercial-quality, orange enamel similar in color to color no. 12473 of Federal Standard 595B. The interior of the visor and the front face of the backplate must be finished with 2 applications of commercial-quality flat black enamel.
12-3.05C  Construction
12. Use if all the locations for portable flashing beacons are shown,
Remove portable flashing beacon from the traveled way at the end of each night's work. You may store the flashing beacon at selected central locations within the highway where designated by the Engineer.
13. Use if all the locations for portable flashing beacons are not shown. Include supplemental funds for moving portable flashing beacons.
Moving flashing beacons from location to location as ordered after initial placement is change order work.
14
Immediately repair and repaint, or replace flashing beacons in their original locations when they are displaced or not in an upright position from any cause.
15
The Department does not pay for repair or replacement of portable flashing beacons.
12-3.05D  Payment
16
Portable flashing beacons are measured once at each location.
