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Section 12-3.14. Use if temporary traffic screen is included in the project as a "Gawk" screen and is not on railing separating opposing traffic.

Replace section 12-3.14 with:
12-3.14  TEMPORARY TRAFFIC SCREEN
12-3.14A  General
1
Section 12-3.14 includes specifications for constructing temporary traffic screen at the locations shown.
12-3.14B  Materials
2
Temporary traffic screen panels must be new or used, CDX grade or better, plywood or weather-resistant strandboard mounted and anchored on Type K temporary railing.
3
Wale boards must be new or used Douglas fir, rough sawn, construction grade or better.
4
Pipe screen supports must be new or used schedule 40, galvanized steel pipe.
5
Nuts, bolts, and washers must be cadmium plated.
6
Screws must be black or cadmium-plated flat head, cross-slotted screws with full thread length.
12-3.14C  Construction
7
Mount and anchor temporary traffic screen on top of Type K temporary railing.
8
Remove the traffic screen from the highway when the Engineer determines it is no longer required. The traffic screen that is removed becomes your property.
9
A lateral move of Type K temporary railing with attached temporary traffic screen is change order work if ordered and the repositioning is not shown.
12-3.14D  Payment
10
Temporary traffic screen is measured along the line of the completed screen.
