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Section 83-2.02E(2). Use if Type CAT crash cushion is included.

Replace section 83-2.02E(2) with:
83-2.02E(2)  Type CAT Crash Cushion
Type CAT crash cushion and Type CAT crash cushion backup must be installed where shown.
2
Type CAT crash cushion must be a CAT-350 crash cushion attenuating terminal as manufactured by Trinity Industries, Inc. and must include the items detailed on the plans for the crash cushion.
3
Type CAT crash cushion backup must consist of items shown for Type CAT crash cushion backup and must comply with section 83-1.02B.
Pars. 4 and 5. For price quotation and price expiration date, go to: http://oe.dot.ca.gov.
4
Excluding the Type CAT crash cushion backup, arrangements have been made to ensure that any successful bidder can obtain the CAT-350 crash cushion attenuating terminal from the manufacturer, Trinity Highway Products, LLC, P.O. Box 99, Centerville, UT  84012, telephone (800) 772–7976. The price quoted by the manufacturer for the CAT-350 crash cushion attenuating terminal, FOB Centerville, Utah is $________, not including sales tax.
5
The above price will be firm for orders placed on or before ______________, provided delivery is accepted within 90 days after the order is placed.
6
Submit a certificate of compliance for Type CAT crash cushion.
7
Install the crash cushion under the manufacturer's installation instructions. The steel foundation tubes with soil plates attached must be either driven with or without pilot holes, or placed in drilled holes. Space around the steel foundation tubes must be backfilled with selected earth, free of rock, placed in layers approximately 4 inches thick and each layer must be moistened and thoroughly compacted. Wood posts must be inserted into the steel foundation tubes by hand. Before the wood posts are inserted, the inside surfaces of the steel foundation tubes to receive the wood posts must be coated with a grease that will not melt or run at a temperature of 149 degrees F or less. The edges of the wood posts may be slightly rounded to facilitate insertion of the post into the steel foundation tubes.
8
After installing the Type CAT crash cushion and backup, dispose of surplus excavated material in a uniform manner along the adjacent roadway where designated by the Engineer.
