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SECTION A-A

NOTES:

DETAIL F

FLUSH SOFFIT LUMINAIRE INSTALLATION

Max

 

Install luminaire with axis vertical and "street side" of refractor

oriented as indicated on lighting layout.

 

Luminaire shall be located so as to provide minimum clearance

face of diaphragm.

 

Bridge soffit and ceiling pull box should be installed over same lane.
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5’

Place �" plywood disk in body opening during pouring.

of 2’-0" from inside surface of girders and 1’-0" from near

LOCKNUT

FACE OF CONCRETE WHERE

STRUCTURE IS NOT HORIZONTAL

No. 7 CEILING PULL BOX WITH BALLAST

AND FUSED SPLICE CONNECTORS

CONDUIT HUB, INSTALL PLUG OR

REDUCER AND CONDUIT, AS REQUIRED

BRIDGE SOFFIT

ANCHOR RING

PLUG UNUSED HUBS

REFRACTOR AND

FRAME ASSEMBLY

1:1 SLOPE

REINFORCING STEEL

(SEE Std PLAN B7-1)
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DETAIL P

NOTES:

PENDANT SOFFIT LUMINAIRE INSTALLATION

Cast-in-place inserts or expansion anchor.

 

For future installation, omit suspension conduit

and luminaire, close flange with galvanized plug.

 

If conduit smaller than the knockout size is used,

it shall be bonded to the box.
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3.

 

EVEN WITH BOTTOM GIRDER

DECK SLAB

CENTER BETWEEN GIRDERS

CONDUIT STRAPS

LUMINAIRE

No. 8 PULL BOX

�" ` ANCHORS (TOTAL 6),

SEE NOTE 1 BELOW

�"C Min, LENGTH

AS REQUIRED

CONDUIT

�"

�
"

�
"

TERMINAL BLOCK

MOUNTING BRACKET
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0.075" STEEL

SPOT WELD TO PULL BOX

FOR No. 10 `

MACHINE SCREW

DRILL AND TAP

NOTES:

DETAIL W

SIDE VIEW

WALL LUMINAIRE INSTALLATION

1. 

 

 

2. 

For existing structures, provide external

mounting taps (Total 4).

 

For new structures, provide extension ring.

6
"

M
in

�"C, LIQUID-TIGHT HUB

JUNCTION BOX (SEE NOTES

BELOW)

NEMA TYPE 4 [0.135"]

HOLE FOR THE ANCHORS SHALL BE

DRILLED WITH A NON-PERCUSSION

STEEL IS ENCOUNTERED, THE ANCHOR

SHALL BE RELOCATED AND ABANDONED

HOLE PLUGGED WITH COLOR MATCHING

TYPE DRILL. WHEN REINFORCING

CONDUIT AND JUNCTION

BOX CAST IN NEW

STRUCTURE

JUNCTION BOX OR

EXTENSION RING

SURFACE MOUNTED

CONDUIT ON EXISTING

STRUCTURE

GALVANIZED

NUT AND

WASHER

PCC MORTAR

5" x 6" x 4"

TOP VIEW

SIDE VIEW

(15^ SWING, 250 lb RATED)
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ELECTRICAL SYSTEMS

STRUCTURE INSTALLATIONS)
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DETAIL T

WELD OR BOLT TO BOX

WITH FLANGE AND INSULATED BUSHING.

METAL BALL TYPE

FLEXIBLE FIXTURE HANGER

(FLUSH SOFFIT, PENDANT SOFFIT

 AND WALL LUMINAIRE
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