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Replace Concrete Pavement (See Slab Layout Detail)
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(for short term repairs < 5 yrs design life or for

slab replacements with a cracking and seating operation)
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   CONCRETE PAVEMENT
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SECTION C-C
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DOWEL STAMP DETAIL

REPLACE CONCRETE

PAVEMENT

MULTIPLE SLABS

IN ADJACENT LANES
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TYPE ˛

B

B

B

B
LONGITUDINAL JOINT

(NO TIE BARS)

LONGITUDINAL JOINT

(NO TIE BARS)

b

a

1’-6"

SEE NOTE 2

1’-6"

SEE NOTE 2

(traffic lane lines match longitudinal joints)
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B
LONGITUDINAL JOINT

(NO TIE BARS)

LONGITUDINAL JOINT

(NO TIE BARS)
DOWEL BARS

Typ, SEE NOTE 1

1
’
-
0

"

TYPE ˛˛
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(traffic lane lines do not match longitudinal joints)

TRANSVERSE

JOINTS

ISOLATION JOINT OR EDGE OF

JPCP, SEE NOTE 3

DOWEL BARS

Typ, SEE NOTE 1

TRANSVERSE CONSTRUCTION

JOINT, SEE NOTE 4

TRANSVERSE CONSTRUCTION

JOINT, SEE NOTE 4 TRANSVERSE CONSTRUCTION

JOINT (NO DOWEL BARS)

TRANSVERSE JOINT,

SEE NOTE 4

NEW TRANSVERSE

CONTRACTION JOINT,

SEE NOTE 5

STAMP "D" FOR ALL TRANSVERSE

JOINTS WITH DOWEL BARS

LONGITUDINAL JOINTS

MULTIPLE SLABS IN SAME LANE,

SEE NOTE 6

EDGE OF JPCP, SEE NOTE 3

SEE NOTE 3

Exist SLAB < 15’ Exist SLAB > 15’

TRANSVERSE JOINT

LONGITUDINAL JOINT

DIRECTION OF TRAVEL

DOWEL STAMP DOWEL STAMP

SEE JOINT DETAILS,

Std PLAN P20.
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For details not shown, see Standard Plan P10.

 

Where the existing outer shoulder pavement is asphalt

concrete pavement, the "a" dimension shall be 1’-0" and the

"b" dimension shall be 2’-0".

 

Side forms shall be used where edge of pavement is adjacent

to asphalt concrete.

 

For detail, see Transverse Construction Joint for existing

concrete pavement detail on Standard Plan P10.

 

Transverse joint to match skew of existing joint. Omit dowel

bars.

 

This Standard Plan only applicable when replacing multiple

slabs in the same lane is less than 100’.
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