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APPROACH

SPEED

TABLE 1

mph ft ft ft ft

55 660 1320 330 220

60 720

65

70

780

840 1680

1560

1440 360

390

420

240

260

280

Min

L

Min

2L

Min

L/2

Min

L/3

* USE L FOR LANE WIDTHS LESS THAN

  OR EQUAL TO 12’.

TABLE 2

APPROACH

SPEED -3% -6% -9%

mph ft ft ft ft

55 495 520 553 593

60 570

65

70

645

730 771

682

598 638

728

825

686

785

891

Min

D

DOWNGRADE Min D *

* USE ON SUSTAINED DOWNGRADE STEEPER THAN

  -3 PERCENT AND LONGER THAN 1 MILE.

 

 

 

 

 

 

TEMPORARY SIGN

BARRICADE

FLASHING ARROW SIGN (FAS)

FAS SUPPORT OR TRAILER

DIRECTION OF TRAVEL

PORTABLE FLASHING BEACON

LEGEND

MEDIAN SHOULDER 

ENTRANCE RAMP

SHOULDER

LANE CLOSURE

AT ENTRANCE RAMP

CONES 50’ Max SPACING

Min L

SEE TABLE 1

Min 500’

 

 

 

A  48" x 48"

B  48" x 18"

C  48" x 30"

SIGN PANEL SIZE (Min)

D  54" x 48"

 

 

 

 

 

 

 

 

NOTES:

4.

5.

W4-1R

C30 (CA)

PLACE EVERY 2000’

A

LANE

CLOSED

W20-1

AHEAD

WORK

ROAD

A

MEDIAN SHOULDER 

OPTIONAL TAPER 

EXIT RAMP

SHOULDER

CONES 50’ Max SPACING

LANE CLOSURE AT EXIT RAMP

D

SEE TABLE 1

Min L/2

G84 (CA)

SHOULDER CLOSURE

A

WORK AREA

SHOULDER

CLOSED

MEDIAN SHOULDER

SHOULDER

Min L/3

A

RIGHT

SHOULDER

CLOSED

AHEAD

C30A (CA)

A

SHOULDER

W21-5bR
W21-5

1000’1500’

500’

WORK

D

SEE NOTE 5

AND TABLE 2

ADVANCE WARNING SIGNS

CONES 50’ Max SPACING

DETOUR

2640’

 

1500’

 

1000’

 

CONES 50’ Max SPACING

 

B
M4-10R

CONES 25’ Max SPACING

SHOULDER

MEDIAN SHOULDER

COMPLETE CLOSURE

Min L TAPERMin L TAPER

 

Min L TAPER

PER LANE CLOSED, SEE TABLE 1 PER LANE CLOSED,

SEE TABLE 1

Min L/3

SEE TABLE 1

ROAD

CLOSED

PER LANE

ONE R11-2

C

A

LANE

CLOSED

C30 (CA)

A

ROAD

WORK

AHEAD

W20-1

W4-2L

A
AHEAD

DETOUR

A

W20-2

ADVANCE WARNING SIGNS

SEE NOTE 3

2L

SEE TABLE 1

SEE NOTE 3

SEE NOTE 3

SEE NOTE 4

A

W1-4R

Min 500’

SEE TABLE 1

Min L/3

SEE TABLE 1

A

AHEAD

CLOSED

FREEWAY
W20-3

OVERLAY

 (AS APPROPRIATE)

D is longitudinal buffer space and is optional only 

when work area is beyond the shoulder.

A minimum of Two Type ˛˛  barricades shall be placed 

across each closed lane and shoulder at the 

location shown and every 2000’ within the complete 

closure area. Within the complete closure area, 

the transverse alignment of the barricades on the 

closed shoulder may be shifted from the transverse 

alignment to provide access to the work.

Unless otherwise specified in the special provisions, a minimum of 3 cones shall 

be placed transversely across each closed lane and shoulder at each location where 

a taper across a traffic lane ends and  every 2000’ as shown on the "Lane 

Closure" detail. Two Type ˛˛  barricades may be used instead of the 3 cones. The 

transverse alignment of the cones or barricades on the closed shoulder may be 

shifted from the transverse alignment to provide access to the work.

3.

2. A G20-2 "END ROAD WORK" sign, as appropriate, shall be placed at 

the end of the lane closure unless the end of work area is obvious 

or ends within a larger project’s limits.

1. California code are designated by (CA). Otherwise, Federal (MUTCD) codes are shown.

A

SEE NOTE 2

END

ROAD WORK

G20-2

 

E

SEE NOTE 2

END

ROAD WORK

G20-2

 

E

SEE NOTE 2

PLACE EVERY 1000’ - 2640’

Min L

Min L/2Min L/2

10-20-10

E  48" x 24"

TRAFFIC CONE

TRAFFIC CONE (OPTIONAL TAPER)

2
3

8
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